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Nu. 

 

 
Slika 

 
Proizvajalec 

 
Model 

 
1 

 

 
 

 
ACTi 

 
MPEG-4 IP Camera: ACTI 
CAM-5321 (Day/Night)   

Name CAM-5321 
Image sensor Interline Transfer 1/3'' SONY ExView HAD CCD 

Effective resolution 811x508 (NTSC) 
795x596 (PAL) 

Horizontal resolution 480 TVL 

Minimum lighting 

(color mode is changed automatically to B/W below 4 lx) 

0.05 lx at F=1.2 without IR 
0 lx at F=1.2 with IR 

Automatic electronic shutter (AES) on: 1/50 – 1/100000 s (PAL) 
off: 1/50 s (PAL) 

Day/night switching mechanical IR filter – automatic; color/B&W 
IR sensitivity spectrum 700-1100 nm 
Motion detection 3 windows 
Backlight compensation on/off 
S/N ratio >50 dB (AGC off) 
Flicker reduction (F.L.) on/off 

Automatic gain control (AGC) 

on/off  

(when off, day/night function is not available) 
Automatic iris control Video/DC 
Automatic white balance AWB(ATW)/PWB 
Lens mount C/CS (adapter ring) 
Compression MPEG-4 ASP 
Bitrate 28kbps – 3Mbps 

Resolution 
QCIF (160x112 – NTSC, 176x144 – PAL) 
CIF (352x240 – NTSC, 352x288 – PAL) 
D1 (720x480 – NTSC, 720x576 – PAL) 

Number of fps 30 fps at D1 (NTSC) 
25 fps at D1 (PAL) 

Protocols TCP, UDP, IP, HTTP, DHCP, PPPoE, RTP, RTSP 

Interfaces 

a) WAN port: RJ-45 (10/100base-T) 
b) LAN port: RJ-45 (10/100base-T) 

c) Serial port: (RS-485) 
d) Video output: BNC x1 

e) Alarm input x1 
f) Alarm output x1 

Dimensions 63 mm x 52 mm x 120 mm 
Weight 450 g 
Power 12 V / 1A / 12 W 
Working temperature 5 – 50 ºC  
Security password/name of user, configured by the administrator 

Main functions 
support of alarms, built-in web serwer  

and network interface, motion detection,  
Digital Time Code Embedded  

Browser Microsoft Internet Explorer 6.0 or later  
792.00 EUR 
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ACTi 

 
MPEG-4 IP Camera: ACTi 
ACM-1311 (IR) 

Name ACM-1311 

Code K1117 

Image sensor 1/3'' SONY SuperHAD CCD 

Horizontal resolution 420 TVL  

Minimum light 0 lx (IR ON. 4 lx threshold) 

IR spectrum  700 – 1100 nm 

IR diodes x24 (850 nm) 

IR range 10 – 15 m 

Lens 4.3 mm / F2.0 

Motion detection 3 independent windows 

Electronic shutter 1/50 – 1/100000 s (PAL) 

Backlight compensation automatic 

Gain control automatic 

S/N ratio > 48 dB 

Compresssion MPEG-4 SP 

Resolution Full D1 (720 x 576 – PAL) 

VGA (640 x 480 – PAL) 

CIF (352 x 288 – PAL) 

QCIF (176 x 144 – PAL) 
Bandwidth requirements 28 K – 3 Mbps 

Speed of video transmission 25 fps (PAL) 

Video output BNC 

Audio 8 kHz. mono. PCM. 3.5 mm jack 

Ethernet 10/100 Base-T. RJ-45 

Protocols TCP. UDP. IP. HTTP. DHCP. PPPoE. RTP. RTSP 

Browser Internet Explorer 6.0 or later 

SDK ActiveX. C SDK 

Security  Passwords set by the administrator 

Working temperature 0 – 40 deg C 

Power DC 12 V. PoE 

Power consumption 6 W 

Dimensions Diam. 66 x 130.6 mm 

Weight 460 g 
 

540.78 EUR 
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ACTi 

 
MPEG-4 IP Camera: ACTi 
ACM-1431 

Name ACM-1431 
Image sensor 1/3'' SONY SuperHAD CCD 
Horizontal resolution 540 TVL  
Minimum light 0 lx (IR ON, 4 lx threshold) 
IR spectrum 700 – 1100 nm 
IR diodes x15 (850 nm) 
IR range 20 – 30 m 
Lens 3.8 – 9.5 mm / F1.2 
Motion detection 3 independent windows 
Electronic shutter 1/50 – 1/100000 s (PAL) 
Backlight compensation ON/OFF 
AGC ON/OFF 

White balance AUTO 

S/N ratio > 50 dB 
Compression MPEG-4 SP 
Resolution Full D1 (720 x 576 – PAL), 

VGA (640 x 480 – PAL) 

CIF (352 x 288 – PAL) 

QCIF (176 x 144 – PAL) 

Bandwidth requirements 28 K – 3 Mbps 
Speed of video transmission 25 fps (PAL) 
Video output BNC 
Audio 8 kHz, mono, PCM. 3.5 mm jack 
Ethernet 10/100 Base-T. RJ-45 
Protocols TCP. UDP. IP. HTTP. DHCP. PPPoE. RTP. RTSP 
Browser Internet Explorer 6.0 or later 
SDK ActiveX, C SDK 
Security Passwords set by the administrator 
Working temperature -10 to 40 %u02DAC 
Power DC 12 V, PoE 
Power consumption 6 W 
Dimensions 77 x 75.6 x 220 mm 
Weight 685 g  

720.83 EUR 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



Spletna trgovina VLAN-SAT  Cene so MPC in vklju� ujejo DDV 

 4 

 
4 

 

 
 

 
Pixord   

 
MPEG4 IP Camera: Pixord 
P400PoE 

Hardware information  

CPU 32-bit RISC  

ROM 4MB Flash  

RAM 32MB SDRAM  
System  

Watchdog: monitors system voltage and abnormal program 
execution  

LED x2 (Network. Power/System Status)  

RJ-45 (Ethernet 10/100 Base-T)  

DC input (iris control) 

12V DC power input  

Mini DIN (RS485. RS232. GPIO. video output) 

Inputs/outputs 

Built-in microphone 

Image sensor 1/4" CCD. 540TVL. 1 lx  

Lens CS mount. 6 mm focal length; F1.8  

Video  

Compression MPEG-4 SP. JPEG/MJPEG  

Automatic white balance: auto  

AGC. BLC Settings 

Electronic shutter: ON/OFF 

Resolution  Full D1 (720 x 576). VGA. CIF. QVGA. QCIF. QQVGA  

Network data  

Interface  Ethernet (10/100 Base-T)  

Protocols  
TCP/UDP/IP. ICMP. HTTP. FTP. SMTP.  
DHCP. DDNS. NTP. RTP. Telnet  

Transmission Max. transfer rate: 4Mbps  

Working conditions  

Working temperature  5ºC to 50ºC  

Humidity range  20 - 80 % 

Supplying voltage  12 V DC 

Power consumption  <8 W 

Physical specs  

Dimensions (LxWxH)  135 x 85 x 40 mm  

Weight 570 g  

Features and management  

Remote recording with simultaneous live viewing 

Image rotation  

Full screen mode  

Functions 

DDNS support  
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PPPoE support  

NTP support  

Triggering: motion detection  
Alarm management 

Response: information on the event  

Installation  IP Installer for finding network devices  

Firmware updating  Via web  

Pentium 4 2.0 

512 MB RAM 

Windows: 98se/Me/2000/XP 

Latest service packs  

Latest drivers  

DirectX 9.0c or later 

Internet Explorer 6.0 or later  

Macromedia Flash 6 

Client requirements 

XviD MPEG-4 codec  

Security Multilayer access control  

Directly via web browser 
Video recording  

With included free software pack (16-ch surveillance)  
 

258.00 EUR 
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Pixord 

 
Wireless Network Camera: 
Pixord P400W 
(MJPEG/MPEG4) 

Hardware information  

CPU 32-bit RISC  

ROM 4MB Flash  

RAM 32MB SDRAM  
System  

Watchdog  

LED x2 (Network. Power/System Status)  

RJ-45 (Ethernet 10/100 Base-T)  

DC input (iris control) 

12V DC power input  

Mini DIN (RS485. RS232. GPIO. video output) 

2 x SMA connectors (antennas) 

Inputs/outputs 

Built-in microphone 

Image sensor 1/4" CCD. 540TVL. 1 lx  

Lens 6 mm; F1.8  

Video  

Compression MPEG-4 SP. JPEG/MJPEG  

AWB: auto  

AGC Settings 

Electronic shutter: ON/OFF 

Resolution  Full D1 (720 x 576). VGA. CIF. QVGA. QCIF. QQVGA  

Network data  

Interface  
Ethernet (10/100 Base-T) 
IEEE 802.11g  

Protocols  
TCP/UDP/IP. ICMP. HTTP. FTP. SMTP.  
DHCP. DDNS. NTP. RTP. Telnet  

Transmission Max. transfer rate: 4Mbps  

Working conditions  

Working temperature  5ºC to 50ºC  
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Humidity range 20 - 80 % 

Supplying voltage  12 V DC 

Power consumption  <8 W 

Physical specs  

Dimensions (LxWxH)  135 x 85 x 40 mm  

Weight 570 g  

Features  

Remote recording with simultaneous live viewing 

Image rotation  

Full screen mode  

DDNS support  

PPPoE support  

Functions 

NTP support  

Triggering: motion detection  
Alarm management 

Response: information on the event  

Installation  IP Installer for finding network devices  

Firmware updating  Via web  

Pentium 4 2.0 

512 MB RAM 

Windows: 98se/Me/2000/XP 

Latest service packs  

Latest drivers  

DirectX 9.0c or later 

Internet Explorer 6.0 or later  

Macromedia Flash 6 

Client requirements 

XviD MPEG-4 codec  

Security Multilayer access control  

Directly via web browser 
Video recording  

With included free software pack  
 

258.00 EUR 
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Pixord 

 
MPEG-4 IP Camera: Pixord 
P405 

Hardware  

CPU ARM 9 32-bit RISC  

ROM 8MB  System  

RAM 64MB  

LED: (Power/System status), 2 x LED: RJ45 (link, act) 

RJ-45 for Ethernet 10/100 Base-T  

SD reader 

Power input: 5V DC  

Audio out (jack 3.5mm)  

Inputs/Outputs 

Built-in microphone 

Image sensor 1/4" CMOS 

Audio/Video  

Image compression MPEG-4 

Day/night function: on/off  

Brightness, contrast, saturation, electronic aperture Image settings 

Quality (compression level)  

Resolution  640 x 480 (VGA), 320 x 240 (QVGA), 160 x 120 
(QQVGA)  

Audio  Yes (two-way transmission) 

Network  

Interface  Ethernet (10/100 Base-T)  

Protocols  
TCP/UDP/IP, HTTP, FTP (client), SMTP (client),  
DHCP (client), DDNS (client), NTP (client), PPPoE  

Environment  

Working temperature  5 ºC - 50 ºC  

Supplying voltage 5 V DC  

Power consumption <3.5 W 

Physical specs, accessories  

Dimensions  110 x 65 x 33 mm  

Weight 175 g  

Accessories CD with user's manual and software 



Spletna trgovina VLAN-SAT  Cene so MPC in vklju� ujejo DDV 

 9 

Ethernet patch cable  

AC/DC adapter 

Mount  

Features  

Remote recording simultaneously with live monitoring 

Screenshot 

Full screen 

DDNS support 

PPPoE support 

NTP support 

Functions 

Chatting (audio) 

Triggering: motion detection (max. 3 areas) 

Pre- and post- alarm Alarm options 

Action: FTP, e-mail, recording on SD  

Installation  IP Installer finding network devices 

Firmware update Via the Web  

Windows: 98se/Me/2000/XP  

Latest service pack  

Latest drivers 

DirectX 9.0c or later 

Client requirements 

Internet Explorer 6.0 or later 

Security Multi-tier access control 

Video recording Directly via internet browser 

Maximum number of on-line users 10  
132.00 EUR 
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Pixord 

 
Wireless MPEG-4 IP 
Camera: Pixord P405W  

Hardware  

CPU ARM 9 32-bit RISC  

ROM 8MB  System  

RAM 64MB  

LED: Power/System status, 2 x LED: RJ45 (link, act) 

RJ-45 for Ethernet 10/100 Base-T  

SMA R/P antenna connector 

SD reader 

Power input: 5V DC  

Audio out (jack 3.5mm)  

Inputs/Outputs 

Built-in microphone  

Image sensor 1/4" CMOS 

Audio/Video  

Image compression MPEG-4 

Day/night function: on/off  

Brightness, contrast, saturation, electronic aperture Image settings 

Quality (compression level)  

Resolution  640 x 480 (VGA), 320 x 240 (QVGA), 160 x 120 (QQVGA)  

Audio  Yes (two-way transmission) 

Network  

Interface  Ethernet (10/100 Base-T), IEEE 802.11 b/g 

Protocols  
TCP/UDP/IP, HTTP, FTP (client), SMTP (client),  
DHCP (client), DDNS (client), NTP (client), PPPoE  

Environment  

Working temperature  5 ºC - 50 ºC  

Supplying voltage  5 V DC  

Power consumption  <3.5 W 

Physical specs & accessories  

Dimensions  110 x 65 x 33 mm  
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Weight 195 g  

CD with user's manual and software  

Ethernet patch cable  

AC/DC adapter  

Mount  

Accessories 

Antenna 

Features  

Remote recording simultaneously with live monitoring 

Screenshot 

Full screen  

DDNS support 

PPPoE support 

NTP support 

Chatting (audio) 

Functions 

WEP or WPA PSK encryption 

Triggering: motion detection (max. 3 areas) 

Pre- and post- alarm Alarm options 

Action: FTP, e-mail, recording on SD  

Installation  IP Installer finding network devices  

Firmware update  Via the Web  

Windows: 98se/Me/2000/XP  

Latest service pack  

Latest drivers  

DirectX 9.0c or later 

Client requirements 

Internet Explorer 6.0 or later  

Security Multi-tier access control  

Video recording Directly via internet browser 

Maximum number of on-line users 10 
 

162.00 EUR 
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Pixord 

 
Compact IP Camera: Pixord 
P405M (1.3 Mpix)  

Hardware  

CPU ARM 9 32-bit RISC  

ROM 8MB  System  

RAM 64MB  

LED: (Power/System status); 2 x LED: RJ45 (link, act) 

RJ-45 for Ethernet 10/100 Base-T  

SD reader 

Power input: 5V DC  

Audio out (jack 3.5mm)  

Inputs/Outputs 

Built-in microphone  

Image sensor 1/4" CMOS 

Audio/Video  

Image compression MPEG-4 

Day/night function: on/off  

Brightness, contrast, saturation, electronic aperture Image settings 

Quality (compression level)  

Resolution  1280x1024 (SXGA), 640 x 480 (VGA), 320 x 240 (QVGA), 
160 x 120 (QQVGA)  

Audio  Yes (two-way transmission) 

Network  

Interface  Ethernet (10/100 Base-T)  

Protocol  
TCP/UDP/IP, HTTP, FTP (client), SMTP (client),  
DHCP (client), DDNS (client), NTP (client), PPPoE  

Environment  

Working temperature  5 ºC - 50 ºC  

Supplying voltage  5 V DC  

Power consumption  <3.5 W 

Physical specs & accessories  

Dimensions  110 x 65 x 33 mm  

Weight 175 g  
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CD with user's manual and software  

Ethernet patch cable  

AC/DC adapter  
Accessories 

Mount  

Features  

Remote recording simultaneously with live monitoring 

Screenshot 

Full screen  

DDNS support  

PPPoE support  

NTP support  

Functions 

Chat (audio) 

Triggering: motion detection (max. 3 areas) 

Pre- and post- alarm Alarm options 

Action: FTP, e-mail, recording on SD  

Installation  IP Installer finding network devices  

Firmware update  Via the Web  

Windows: 98se/Me/2000/XP  

Latest service pack  

Latest drivers  

DirectX 9.0c or later 

Client requirements 

Internet Explorer 6.0 or later  

Security Multi-tier access control  

Video recording  Directly via internet browser 

Maximum number of on-line users 10  
180.00 EUR 
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UltiCam 

 
H.264 IP Camera: ULTICAM 
DS-2CD892PF 

Name ULTICAM ds-2CD892PF 
Image sensor 1/3 Sony Super HAD CCD 
Horizontal resolution 535 TVL 
Sensitivity 0.1 lx  (F1.2) 
AI control DC/Video 
Lens mount C/CS 
Audio input 1x RCA (2.0 Vp-p 1 k� ) 
Audio output 1x RCA (600 � ) 
Video output 1x BNC (1.0 Vp-p 75 � ) 
Compression H.264 
Maximum resolution 4CIF  

704 x 576 PAL, 704 x 480 NTSC 
Frame rate 25 fps PAL, 30 fps NTSC 
Two streams YES 
Motion detection YES 
Local  recording  SD card 
Monitoring of the system YES 
Password YES 
Network interface 1x RJ45 10M/100M UTP 
PTZ control RS-485 
Alarm inputs 1 
Alarm outputs 1 
Power DC 12 V 
Power consumption 5 W 
Operating temperature -10oC ... +60oC 
Operating humidity 10% ... 90% 
Dimensions 65 x 67 x 122 mm 
Weight 0.6 kg  

320.00EUR 
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TP Link 

 
Wireless IP Camera: TP-
LINK TL-SC3130G  

Name TL-SC3130G 

Sensor 1/4'' Progressive Scan CMOS 

Lens 4,0 mm, F2.0 

Viewing angle [deg] 59 

Digital zoom 10x 

Sensitivity 0.5 lx 

S/N ratio 50 dB 

Compression Motion JPEG,  
MPEG-4 Part 2 (ISO/IEC14496-2) SP  

Frame rate 30 fps at 640 x 480 

Stream types Unicast / Multicast 
3GPP/ISMARTSP 

Picture adjustments 

Rotation; 
Brightness, contrast, hue, color saturation; 
OSD text, dat & time; 
Privacy zones 

Audio 
Two-way (full duplex) 
Microphone 
G.711 PCM compression, 8kHz, 64 kbps 

Access control Multi-level access control with passwords 
HTTPS 

Users  Up to 5 simultaneously connected clients; 
No limits in the case of multicast mode 

Alarms and events Zdarzenia wyzawlane ruchem, harmonogramem, 
Powiadamianie przez TCP, e-mail, HTTP 

Interfaces RJ45 - Ethernet 
3.5 mm  jack - audio 

Wireless 
transmission speed 

Up to 54 Mbps 

Security (encryption)  WPA-/WPA2-PSK, WPA-/WPA2-AES, WEP 
Supported network 
protocols 

Bonjour, TCP/IP, DHCP, PPPoE, ARP, ICMP, FTP, SMTP, DNS, NTP, 
UPnP, RTSP, RTP, HTTP, TCP, UDP, 3GPP/ISMARTSP 

Memory RAM: 64 MB 
Flash: 8 MB 

Minimum system 
requirements 

Pentium 4, 1.8 GHz 
64 MB graphics card 
512 MB RAM 
Windows 98, ME, 2000, 2003, XP, Vista, Mac OS Leopard 10.5 

Power requirements 5 VDC, 2 A 
Software Live viewing and recording up to 16channels 
Operating 
temperature range 

 0...40 oC 

Operating humidity 
range 

10...90% (no condensation) 

Dimensions 96 x 58 x 31 mm  
108.00 EUR 
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ACTi 

 
IP Speed Dome Day/Night 
Camera: ACTI CAM-661 
(MPEG-4) 

Name CAM-6611 
Image sensor 1/4'' SONY ExView HAD CCD 

Effective resolution 768 x 494 (NTSC) 
752 x 582 (PAL) 

Horizontal resolution 480 TVL 

Minimum lighting  0.1 lx at F=1.4 (color) 
0.005 lx at F=1.4 (B/W) 

Focal length 4.1 – 73.8 mm 
Optical zoom 18 x 
Aperture F1.4 – F3.0 
Angle of view 48º – 2.8º 
Zooming time 2.1 s 
Digital zoom 12 x 
Day/night switching Mechanical IR filter 
Motion detection 3 windows 
Electronic shutter 1/1 – 1/10000 s (PAL) 
Backlight compensation ON / OFF 
Automatic gain control (AGC) ON / manual 
White balance Automatic / manual 
Number of privacy zones 24 
Number of presets 256 
Iris control Automatic / manual 
S/N ratio >50 dB (AGC OFF) 
Angular speed (manual control) 1º - 90º 
Angular speed (presets) 5º - 400º 
Angular accuracy of presets 0.225º (P). 0.45º (T) 
Angle range n · 360º (P). 100º (T) 
Compression MPEG-4 ASP 

Resolution 
QCIF (160x112 – NTSC. 176x144 – PAL) 
CIF (352x240 – NTSC. 352x288 – PAL) 
D1 (720x480 – NTSC. 720x576 – PAL) 

Bitrate 28kbps – 3Mbps 

Number of fps 30 at D1 (NTSC) 
25 at D1 (PAL) 

Ingress protection index IP66 
Browser Microsoft Internet Explorer 6.0 or later 
SDK Active X. C SDK 
Working temperature -20 to 50 ºC  
Power 24 V AC / 50 W 
Dimensions  172 x 302.5 mm 
Weight 5.8 kg  

2700.00 EUR 
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IP Speed Dome Day/Night 
Camera: ACTi CAM-6621 
(MPEG-4) 

Name CAM-6621 
Image sensor 1/4'' SONY Progressive CCD 

Effective resolution 768 x 494 (NTSC) 
752 x 582 (PAL) 

Horizontal resolution 470 TVL 

Minimum light intensity 0.1 lx at F=1.6 (color) 
0.02 lx at F=1.4 (B/W) 

Focal length 3.6 – 82.8 mm 
Optical zoom 23 x 
Aperture F1.6 – F3.7 
Angle of view 55º– 2.5º 
Zooming time 2.9 s 
Digital zoom 12 x 
Day/night switching mechanical IR filter 
Motion detection 3 windows 

Electronic shutter 1/2 – 1/4000 s (NTSC) 
1/1.5 – 1/4000 s (PAL) 

Backlight compensation on/off 
Automatic gain control (AGC) automatic / manual 
White balance automatic / manual 
Number of privacy zones 8 
Number of presets 256 
Iris control automatic / manual 
S/N ratio >49 dB (AGC off) 
Angular speed (manual control) 0.6º- 80º 
Angular speed (presets) 5º - 400º 
Angular accuracy of presets 0.225º (P). 0.45º (T) 
Angular range n · 360º (P). 100º (T) 
Compression MPEG-4 ASP 

Resolution 
QCIF (160x112 – NTSC. 176x144 – PAL) 
CIF (352x240 – NTSC. 352x288 – PAL) 
D1 (720x480 – NTSC. 720x576 – PAL) 

Bitrate 28kpbs – 3Mbps 

Frame rate 30 fps at D1 (NTSC) 
25 fps at D1 (PAL) 

Ingress protection level IP66 
Browser Microsoft Internet Explorer 6.0 or later 
SDK Active X. C SDK 
Operating temperature -20 to 50 ºC  
Power 24 V AC / 65 W (heater on) 
Dimensions  172 x 302.5 mm 
Weight 5.8 kg  

3000.00 EUR 
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ACTi 

 
IP Speed Dome Camera: 
ACTi CAM-6630  

Name CAM-6630 
Image sensor 1/4'' SONY Progressive CCD 

Effective resolution 

752 x 582 (PAL)  

768 x 494 (NTSC) 
Horizontal resolution 540 TVL 

Minimum light intensity 
0.05 lx (F=1.4 - color) 
0.01 lx (F=1.4 - B&W) 

Focal length 3.4 – 119 mm 
Optical zoom 35 x 
Aperture F1.4 – F4.2 
Viewing angle 55º – 1.7º  
Zooming time 4.6 s 
Digital zoom 12 x 
Day/Night switching Mechanically switching IR filter 
Motion detection 3 areas 

Electronic shutter 

1/1.5 – 1/30000 s (PAL) 

1/2 – 1/30000 s (NTSC)  
Backlight compensation ON/OFF 
Gain control automatic / manual 
White balance automatic / manual 
Number of privacy zones 8 
Number of presets 256 
Iris control automatic / manual 
S/N ratio >50 dB (AGC OFF) 
Angular speed (manual control) 1º - 90º 
Angular speed (presets) 5º - 400º 
Angular accuracy of presets 0.225º (P), 0.45º (T) 
Angular range n · 360º (P), 100º (T) 
Comprssion MPEG-4 ASP 

Resolution 

D1 (720x480 – NTSC, 720x576 – PAL)  

CIF (352x240 – NTSC, 352x288 – PAL) 
QCIF (160x112 – NTSC, 176x144 – PAL) 

Bitrate 28k – 3Mbps 

Frame rate 

25 fps at D1 (PAL)  

30 fps at D1 (NTSC) 
Ingress protection level IP66 
Browser Microsoft Internet Explorer 6.0 lub nowsza 
SDK Active X, C SDK 
Operating temperature -45ºC ... 50ºC  
Power 24 V AC / 65 W (heater ON) 
Dimensions  172 x 302.5 mm 
Weight 5.8 kg  

3120.00 EUR 
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ACTi 

 
IP PTZ Camera: ACTi ACM-
8511 

Name ACM-8511 
Image sensor 1/4'' CCD 

Effective resolution 811 x 508 (NTSC) 
795 x 596 (PAL) 

Video resolution (horizontal) 480 TVL 

Minimum light 
2.5 lx (F=1.8, color) 

0.009 lx (F=1.8, B/W) 
Focal length 4.2 – 42 mm 
Optical zoom 10 x 

F-number 

F1.8 (4.2 mm) 

F2.9 (42 mm)  

Viewing angle 56.4º – 6.1º 
Motion detection 3 windows 

Electronic shutter 
1/60 – 1/120000 s (NTSC) 
1/50 – 1/120000 s (PAL) 

Fixed shutter modes  8 levels 
Backlight compensation Super BLC 
AGC up to 18 dB 
White balance automatic / manual 
Number of presets 32 
S/N ratio 44 dB 
Pan/Tilt speeds 10...90 °/s 
Angle range 354º (P), 115º (T) 
Compression MPEG-4 SP, MJPEG 

Resolution 

QCIF (160x112 – NTSC, 176x144 – PAL) 
CIF (352x240 – NTSC, 352x288 – PAL) 

VGA (640 x 480) 

D1 (720x480 – NTSC, 720x576 – PAL) 

Bitrate 28k – 3Mbps 

Frame rate 
30 fps at D1 (NTSC) 
25 fps at D1 (PAL) 

Audio duplex  
Alarm inputs / outputs   1 / 1 
Browser Microsoft Internet Explorer 6.0 or later 
SDK Active X, C SDK 
Operating temperature 0...45ºC  
Power 12 V DC (4.8 W) / PoE (5.8 W) 
Dimensions 132 x 132 x 132 mm  

870.00 EUR 
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ACTi 

1.3 Mpix Pan-Tilt IP Camera: 
ACTi ACM-8211  

Name ACM-8211 
Code K1218 
Image sensor Micron Progressive Scan CMOS 1/3'' 
Effective resolution 1280 x 1024 

Minimum light 
4 lx (B/W switching threshold) 
0 lx (IR on) 

Lens F4.2 / F1.8 
Viewing angle 75º 
Motion detection 3 zones 
Electronic shutter 1/5 – 1/2000 s 
BLC YES 
AGC YES 
WB 8 kinds 
Number of presets 32 
Number of routes 10 
S/N ratio >44 dB 

Scanning speed 

Pan: 20...120 º/s 

Tilt: 15...70 º/s 

Range 

Pan: 350 º/s 

Tilt: 120 º/s 
Compression MPEG-4 SP, MJPEG 

Resolution 

SXGA (1280 x 1024) 

HD720 (1280 x 720) 

VGA (640 x 480) 

QVGA (320 x 240) 

QQVGA (160 x 112) 
Bitrate 28k – 3Mbps 

Frame rate 

8 fps @ SXGA 
10 fps @ HD720 

30 fps @ VGA 
Audio duplex 
Alarm inputs / outputs 1 / 1 
Browser Microsoft Internet Explorer 6.0 or later 
SDK Active X, C SDK 
Operating temperature range 0...45 ºC 
Power 12 VDC (4.8 W) / PoE (5.8 W) 
Dimensions 120 x 120 x 126 mm 
Weight 450 g  

750.00 EUR 
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PTZ - Sony 

 
IP Speed Dome Day/Night 
Camera: IPS-330 (MPEG-4)  

Name IPS-330 
Code K1223 
Image sensor 1/4'' SONY Exview CCD 

Resolution  410,000 pixels (NTSC) 

470,000 pixels (PAL) 
Compression MPEG-4 ASP 
Formats & resolutions QCIF (160x112 – NTSC, 176x144 – PAL) 

CIF (352x240 – NTSC, 352x288 – PAL) 

D1 (720x480 – NTSC, 720x576 – PAL) 
Max. frame rates 30 fps at D1 (NTSC) 

25 fps at D1 (PAL) 
Synchronization internal 
Lens 26x optical zoom, f=3.5 – 91 mm 

F=1.6 – 3.8 
ZOOM max. 312x: 26x optical, 12x digital 
Focus automatic/manual 
Iris control automatic/manual 
Horizontal resolution 480 TVL (NTSC) 

470 TVL (PAL) 
Sensitivity 

 

1 lx / F=1.5 (color) 

0.01 lx / F=1.5 (B/W) 
S/N >48 dB 
White balance automatic 
Shutter automatic, 1s – 1/10000 s 
BLC on/off 
Inputs/outputs a) RJ-45 (10/100base-T) 

b) BNC (video) 
Protocols TCP/IP, UDP, HTTP, ARP, PPPoE, DDNS, IGMP 
QoS layer 2 and 3 
WAN FTTP, cable modem, xDSL 
Horizontal rotation (Pan) 0 – n·360º (speed: 0.5º/s – 50º/s) 
Vertical rotation (Tilt) 0 – 90º (speed: 0.5º/s – 50º/s) 
Number of presets (cruise) 32 
Dimensions 249.8 mm x 283 mm 
Power 230 VAC 
Operating temperature -20 – 40 ºC  
Operating humidity 10 – 90 %   

762.00 EUR 
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PTZ - Sony 

 
IP PTZ Speed Dome 
Camera: IPS-900 (MPEG-4)  

Name IPS-900 
Code K1225 
Image sensor 1/4'' SONY ExView CCD  

Sensor resolution 795 x 596 pixels  
Compression MPEG-4 / MJPEG  
Resolution QCIF (160x112 – NTSC, 176x144 – PAL) 

CIF (352x240 – NTSC, 352x288 – PAL) 

D1 (720x480 – NTSC, 720x576 – PAL) 
Frame rate 30 fps at D1 (NTSC) 

25 fps at D1 (PAL) 
Synchronization internal / external 
Lens Optical zoom 36x, f=3.4 – 122.4 mm 

F=1.6 –4.5 
Zoom total 432x: 36xoptical, 12xdigital 
Focusing automatic / manual 
Iris control automatic / manual 
Horizontal resolution 530 TVL  
Minimum light 1.4 lx - color 

0.1 lx B/W 
S/N ratio >48 dB 
White balance automatic 
Shutter automatic 1/10000 ... 1 s 
Backlight compensation on/off 
Inputs/outputs a) Ethernet port: RJ-45 (10/100base-T) 

b) Video output: BNC  
Protocols TCP/IP, UDP, HTTP, ARP, PPPoE, DDNS 
QoS Layer 2 & 3 
Pan range 0 – n·360º (speed: 0.2º/s – 400º/s) 
Tilt range 0 – 90º (speed: 0.2º/s – 200º/s) 
Route programming 16 points 
Dimensions (diam. x h) 249.8 mm x 283 mm 
Power 230 V AC 
Operating temperature -40...50ºC  
Operating humidity 10...90%   

990.00 EUR 
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Pixord 

 
Wireless Pan/Tilt IP 
Camera: PiXORD P410W  

Code K1231 
Name PiXORD P410W 

Hardware 
CPU ARM 9 - 32 bit RISC 

RAM 64 MB 

ROM 8 MB 

Image sensor 1/4” CCD 420 TVL 

Video output 1 

Audio in/out 1 / 1 

I/O 1 / 1  

Horizontal rotation (Pan) 270o 

Vertical rotation (Tilt) 120o 

Power 5 VDC, 1.5 A (AC/DC adapter incl.) 

Dimensions 105 mm (W) x 128.6 mm (L) x 105 mm (D) 

Network 

Ethernet 10/ 100 Base-T 

Protocols HTTP. TCP/ IP. SMTP. FTP. PPPoE. DHCP. DDNS. NTP 

System 

Resolutions 
NTSC: 720x480, 352x240, 176x120 
PAL: 720x576, 352x288, 176x144 

Picture adjustments Brightness, Contrast, Saturation, Hue (NTSC) 

Snapshot function Yes 

Full Screen mode Yes 

Pan/Tilt control Yes - remote 

Number of presets 9 

Patrol Yes 

Auto Pan Yes 

Adjustment of rotation speed Yes 

Compression MPEG-4 dual streaming 

Video transmission CBR, VBR 

Motion detection Yes - 3 detection areas 

Reaction to events Mail, FTP, SD recording 

Pre/ Post alarm Yes - configurable 

Security Password protection 

Firmware update HTTP (remotely) 

Number of simultaneous clients Max 10 
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Audio Yes - full duplex 

Mobile access 3GPP, Win CE (mobile phone) 

SD card operation 

Recording of events Motion detection. IP test 

Format AVI, JPEG 

Playback Yes 

Delete function Yes 

System requirements 

OS Windows 2000, XP, 2003 with IE 6 or later 

Hardware Recommended Intel-C 2.0G, 512 MB RAM, 64 MB graphic adapter 

  Minimum Intel-C 1.6G, 256 MB RAM, 32 MB graphic adapter  
234.00 EUR 
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Pixord 

 
IP Speed Dome Camera: 
PiXORD P463DW 

Hardware 

System 

• CPU: 32-Bit RISC Processor 
• ROM: 4MB Flash ROM 
• RAM 32MB SDRAM 
• Watchdog: Chip to monitor system voltage stability and abnormal program execution 

Connectors 

• Network: 1x RJ-45 for Ethernet 
• Video: 1x BNC (output) - CVBS 1.0Vpp/75�  
• Power: 1x 12V DC 
• Audio: 1x 3.5mm jack (line-in) 
• Indicators: 2 x LED (network and power/system status) 
• Terminal Block: 
- 6x fully opto-isolated sensor inputs 
- 1x alarm output 
- 2x RS-485 COM ports (1 in, 1 out) for external keyboards or daisy-chain (supports up to 64 
serial-linked cameras) 

Camera 

• System: NTSC, PAL 
• Video: Color/Mono 
• Optical zoom: 25x 
• Digital zoom: 256x 
• Zoom speed (Tele-Wide): 3.5sec (Fast); Tele-Wide: 6sec (Medium); Tele-Wide: 52sec (Slow) 
• Total number of pixels: 811(H) x 508(V), 410k (NTSC); 795(H) x 596(V), 470k (PAL) 
• Scanning area (sensor): ¼” CCD [Sony ExView HAD CCD], interlaced scanning 
• Scanning system: 2:1 interlaced, 625 lines, 50 fields/s (PAL); 2:1 interlaced, 525 lines, 60 
fields/s (NTSC) 
• Horizontal resolution: 570 TVL(Mono), 480 TVL(Color) 
• Horizontal & vertical synchronization: 15.625 kHz, 50Hz (PAL); 15.734 kHz, 60Hz (NTSC) 
• Synchronization: Internal 
• Color / Mono switch (IR cut filter): IN (color), OUT (mono); Auto (When light level is above 30 
lx it switches to IN (color); when it drops below 10 lx, it automatically switches to OUT (mono)) 
• Sensitivity: 0.01 lx, F1.6; 0.001 lx at increased sensitivity (Mono); 0.1 lx, F1.6; 0.005 lx at 
increased sensitivity (Color) 
• S/N Ratio: > 50dB (AGC off) 
• Auto Gain Control (AGC): 8dB (low), 22dB (medium), 36dB (high) 
• BLC: ON/OFF 
• White balance (WB): Auto Correction/Auto Tracking/Indoor/ Outdoor/MWB/ User 
• OSD languages: Chinese/English/French/German/Italian/Portuguese/Spanish 
• Iris Control: Auto/Manual (Fast or Medium speeds) 
• Focus: Automatic / One Shot / Manual; min. 0.07m (wide) - 1m (tele) 
• Flickerless: ON/OFF 
• Gamma adjustment: User (8 points) / Preset (8 points) / active 1 / active 2 
• Contrast adjustment: 16 levels 
• Electronic shutter: Auto, 1/50(1/60), 1/120 (1/100), 1/250, 1/500, 1/1000, 1/2000, 1/4000, 
1/10000, 1/20000, 1/50000 [s] 
• Low Speed Shutter: 0, 2-20, 40, 80, 160, 320, 510 (FLD) 
• Negative-Positive: Y-Inverse (Off/On), C-Inverse (Off/On) 
• Image Memory Function: Horizontal/Vertical Flip; 180° Image Rotation, Field Image Capture  
• Wide Dynamic Range 

Lens  

• Focal length: 3.9 ... 95 mm 
• Aperture (F): F1.6 ... 3.7 
• Viewing angle: Wide - 39.2°(V), 51.9°(H); Tele - 1.6°(V), 2.2°(H) 
• Zoom speed: Tele-Wide - 3.5 s (fast) / 6 s (medium) / 52 s (slow); Focus speed: 16 levels; Iris 
speed: 16 levels 

Operation 

• Pan movement range: 360° (continuous) 
• Tilt movement range: -5° ... +95° 
• Pan-Tilt accuracy: ±0.25° 
• Manual Pan/Tilt speed: 0.18° ... 180°/s 
• Preset Pan/Tilt speed: 1° ... 255°/s 
• Preset Dwell Time: 1 ... 255s 
• Preset positions: 128 points 
• Preset groups: 4 groups of a 16 presets each 
• Instant Flip: 180° 
• Preset recall speed: 360°/s 
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• Alarm trigger speed: 360°/s 
• Address setting: 64 programmable ID (up to 16 characters) 
• Control interface: RS-485 
• Cable required: UL 24AWGx2C (recommended) 
• Alarm inputs: 6  

• Alarm output: 1 (programmable: NO or NC) 
• Alarm response mode: Lock or Release 
• System setting: OSD 

Electrical 
parameters  

• Power: 24V AC lub 90-260V AC (option) 
• Camera voltage: 12V DC (230VAC/12VDC adapter included) 
• Power consumption: 13W 
• PTZ control interface: RS-485 (1 in, 1 out) 
• RS-485 voltage: 5.6V 
• Alarm inputs: 6  
• Alarm input voltage: 5.6V 
• Alarm output: 1 (NC or NO) 
• Alarm output ratings: 0.5A 120V AC / 1A 24V AC 
• Alarm response mode: Lock or Release 

Environment • Operating temperature: -5 ... +50° C 
• Operating humidity: 0 ... 90% 

Physical specs 
• Height: 208mm (8.3”) 
• Diameter: 145mm (5.6”) 
• Weight: 2.5 kg (5kg with outdoor housing) 

Video 
Video compression • MPEG-4 Simple Profile (SP); JPEG; MJPEG 

Video adjustment 
• Brightness, Contrast, Hue (NTSC), Saturation, Frame rate, Bit rate (Constant Bit Rate (CBR), 
Variable Bit Rate (VBR) w/ quality levels), Group of Pictures (GOP) size, Frame Sequence (I-
Frame, I-Frame/P-Frame), Interlaced/Progressive Scanning 

Resolution 
• Full D1 (4SIF): NTSC = 720x480; PAL = 720x576 
• SIF: NTSC = 352x240; PAL = 352x288 
• QSIF: NTSC = 176x 112; PAL = 176x144 

Video bitrate 
• 16K -4M bits/s (CBR/VBR configurable (high quality VBR settings for MJPEG can reach up to 
10Mbps) 

Frame rate • Up to 30 (NTSC) / 25 (PAL) fps (Full D1) 

Network 

Network interface • 10/100 Base-T Ethernet 

Protocols 
• TCP(UDP)/IP, ICMP, HTTP, TFTP, FTP, Telnet, SMTP, DHCP, NTP, DNS, DDNS, RTSP, 
RTP/TCP(UDP) 

Management 
Installation • PiXORD IP Installer (Win32 application) 

Firmware upgrade 
• Remote upgrade via FTP 
• PiXORD Firmware Upgrade Utility (Win32 application available with future upgrade) 
• Customized Web UI is upgradeable via FTP and Telnet 

Client PC 
requirements 

• Pentium 4 2GHz or equivalent 
• 512MB RAM 
• Microsoft Windows 98se/Me/2000/XP 
• Microsoft Internet Explorer 5.x or later 
• Microsoft DirectX 9.0c 
• Macromedia Flash 6 
• MPEG-4 Software Codec 

Security • Multi-tier access control for configuration 

Recording 
• Directly from Web UI while viewing the live video stream 
• PiXORDWare Recording Software – free 16-channel surveillance and configuration software  

Outdoor housing 
Bracket Aluminum 
Fireproofness Yes 
Mount Steel 

Construction 

Case Polycarbonate 
Supplying voltage 12VDC 
Current consumption 700mA (fan + heater) 
RS-485 2 x RS-485 (in), 2 x RS-485 (out) 
RJ-45 Ethernet (10 Base-T) 

Connectors 

Alarm 6 inputs, 3 outputs 
Heater ON: +15oC; OFF: +25oC 

Fan ON: +35oC; OFF: +25oC 
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Dimensions 270(� ) x 297.5(H) mm 

Total weight 5 kg  
1140.00 EUR 

 
 
 
 
 

 
20 

 

 
 

 
ACTi 

 
Rugged Dome MPEG-4 IP 
Camera: ACTi CAM-7321  

Name  CAM-7321 
Image sensor 1/3'' Interline Transfer SONY ExviewHAD CCD 

Effective pixels 768 x 494 (NTSC) 
752 x 582 (PAL) 

Horizontal resolution 540 TVL 
Minimum light requirements 0.05 lx at F=1.2 (B/W) 
Focal length of board lens 3.8 – 9.5 mm 
Adjustment of operational field 300º in horizontal plane, 90º in vertical plane 

Electronic shutter 1/60 – 1/100000 s (NTSC) 
1/50 – 1/100000 s (PAL) 

Auto Iris control Video / DC 
S/N ratio >50 dB 
Compression MPEG-4 ASP 
Day/Night switching Mechanically driven IR filter 
Motion detection 3 windows 
Backlight compensation ON/OFF 
AGC ON/OFF 
White Balance ON/OFF 
Composite video output BNC, 1 Vp-p / 75 ohm 
Audio PCM mono 8 kHz 
Alarms 1 IN / 1 OUT 

Picture resolution 
QCIF (160x112 – NTSC, 176x144 – PAL) 
CIF (352x240 – NTSC, 352x288 – PAL) 
D1 (720x480 – NTSC, 720x576 – PAL) 

Bitrate 28k – 3Mbps 

Frames per second 30 fps at D1 (NTSC) 
25 fps at D1 (PAL) 

Casing IP66, vandalproof 
Protocols TCP, UDP, IP, HTTP, DHCP, PPPoE, RTP, RTSP, FTP, SMTP 
Browser Microsoft Internet Explorer 6.0 or later 
SDK Active X, C SDK 
Working temperature -30 to 50 ºC 
Power 12 V DC / 9 W 
Dimensions (diam.x height) 149 x 101 mm 
Weight 1.2 kg  

900.00 EUR 
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ACTi 

 
MPEG-4 IP Dome Camera: 
ACTi ACM-3211  

Name ACM-3211 
Code K1312 

Image sensor Sony SuperHAD CCD 1/3'' 
Horizontal resolution 420 TVL 
Sensitivity 0 lx (IR ON - below 4 lx) 
IR LEDs 24 pcs, range10-15 m 

Lens F 4.3 mm / F2.0 
Position adjustment Horizontal plane (hor. rotation) - 360º 

Vertical plane - 180º 

Motion detection 3 fields 
Electronic shutter 1/50 – 1/100000 s (PAL) 

BLC Automatic 
AGC Yes 
S/N ratio >48 dB 

Compression MPEG-4 SP 
Resolution D1. VGA. CIF. QCIF  
Video data stream 28 k – 3 Mbps 
Frames per second 25/30 

Audio compression 8 kHz. mono. PCM 
Place of mounting Ceiling 
Ethernet port 10/100 Base-T. RJ45 
Web browser Internet Explorer 6.0 or later 

SDK Active X. C SDK 
Security Users' passwords 
Working temperature -10 to 50ºC  
Power 802.3af PoE. DC 12 V 

Power consumption 5.7 W (DC 12 V. IR OFF)  

7.0 W (PoE. IR ON)  

Dimensions  106.5 x 99.8 mm 
Weight 0.32 kg 

AC/DC adapter Yes   
540.00 EUR 
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ACTi 

 
Vandal Proof IP VGA 
Camera: ACTi ACM-3601  

Name ACM-3601 

Image sensor Micron Progressive Scan 1/3'' CMOS 

Resolution 640 x 480 

Minimum light 0.5 lx at F1.0 

Lens f 3.6 mm / F 1.8 

Swivel and tilt -20 ...+20o   0 ...90o 

Synchronization Internal 

Motion detection 3 windows 

Shutter 1/5 – 1/15000 s (50 Hz) 

BLC YES 

AGC YES (automatic) 

White balance 6 modes 

S/N ratio >44 dB 

Compression MPEG-4 SP / MJPEG 
Video resolutions VGA (640×480) 

QVGA (320×240) 
QQVGA (160×112) 

Frame rate 30 at VGA 
Transmission speed 28 K - 3 Mbps 
Mounting To any suitable surface 
Network interface Ethernet 10/100 Base-T, RJ-45 
Protocols TCP, UDP, IP, HTTP, DHCP, PPPoE, RTP, RTSP, FTP, SMTP, 

DNS, DDNS, NTP, ICMP, IGMP, ARP, 3GPP 
Browser Internet Explorer 6.0 or later 
SDK ACTi SDK-10000 
Security Administrator password (configurable) 
Operating temperature 
range 

-20 ... 50oC  

Power 802.3af PoE 
Power consumption 2.4 W 
Dimensions 100 x 50 mm 
Weight 0.22 kg  

510.00 EUR 
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ACTi 

 
IP Day/Night Camera: ACTi 
ACM-5711 

Name  ACM-5711 
Code K1502 
Image sensor 1/3'' Super HAD CCD 
Horizontal resolution 420 TVL 
Minimum lighting 0.05 lx (F1.0) 
Lens mount C/CS 
Synchronization Internal 
Motion detection 3 areas 
Electronic shutter 1/50 – 1/120000 s. (PAL) 
BLC YES 
AGC ON/OFF 
White balance ATW/PWB 
S/N ratio >44 dB 
Video compression MPEG-4 SP / MJPEG 
Image resolution Full D1 (720 x 576) PAL 

VGA (640 x 480) PAL 
CIF (352 x 288) PAL 

QCIF (176 x 144) PAL 
Frame rate 25 (D1 - PAL) 

30 (D1 - NTSC) 
Audio compression 8 kHz, mono, PCM 
Audio input/output 1.4 Vp-p, 1 Vrms, 3.5 mm jack 
Alarm inputs/outputs 1 /1 
Network interface Ethernet 10/100 Base-T, RJ-45 
Protocols TCP, UDP, IP, HTTP, DHCP, PPPoE, RTP, RTSP, FTP, 

SMTP, DNS, DDNS, NTP, ICMP, IGMP, ARP, 3GPP 

Browser Internet Explorer 6.0 or later 
SDK ACTi SDK-10000 
Security Password set by administrator 
Operating temperature 0 – 50oC 
Power DC 12 V / 802.3af PoE 
Power consumption 3.3 W (DC 12 V) 

4.3 W (PoE) 
Dimensions 67 x 55 x 129.5 mm 
Weight 0.4 kg  

492.00 EUR 
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ACTi 
IP VGA Camera: ACTi ACM-
4001 



Spletna trgovina VLAN-SAT  Cene so MPC in vklju� ujejo DDV 

 31 

 
 

Name ACM-4001 
Code K1503 
Image sensor Micron Progressive Scan 1/3'' CMOS 
Resolution 640 x 480 
Minimum light 0.5 lx at F1.0 
Lens f 4.2 mm / F 1.8 
Synchronization Internal 
Motion detection 3 zones 
Shutter 1/5 – 1/2000 s (50 Hz) 
AGC YES 
White balance 6 modes 
S/N ratio (video) >44 dB 
Compression MPEG-4 SP / MJPEG 
Image resolution VGA (640×480) 

QVGA (320×240) 

QQVGA (160×112) 
Frame rate 30 at VGA 
Audio compression 8 kHz, mono, PCM 
Microphone sensitivity -36 dB 
S/N ratio (microphone) >58 dB 
Microphone directional characteristics Omnidirectional 
Audio output 1.4 Vp-p, 1 Vrms, 3.5 mm jack 
Network interface Ethernet 10/100 Base-T, RJ-45 
Protocols TCP, UDP, IP, HTTP, DHCP, PPPoE, RTP, 

RTSP, FTP, SMTP, DNS, DDNS, NTP, ICMP, 
IGMP, ARP, 3GPP 

Browser Internet Explorer 6.0 or later 
SDK ACTi SDK-10000 
Security Password set by administrator 
Operating temperature range 0...40oC 
Power DC 12 V, PoE (802.3 af) 
Power consumption 2.88 W (DC 12 V) 
Dimensions 88 x85 x 39 mm 
Weight 0.15 kg  

270.00 EUR 

 
 

1. MPEG-4 IP Camera: ACTI CAM-5321 (Day/Night)  
 

 
2. MPEG-4 IP Camera: ACTi ACM-1311 (IR)  

 

 


